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High-resolutionmemory accurately tracks tiny changes!
Tiny changes and short-cycle fluctuations can be accurately tracked with data collected in the high-resolution
memory at a resolution of 0.1% for SpO2 and 1-second intervals.

NewDataAnalysis SoftwareDS-5 offers a variety of analysis functionswith easy operation!
(optional accessory)

* The data analysis functions of the PULSOX-300i are available only with the DS-5 software. The DS-5 software can also be used with the PULSOX-3 memory-type model.

Interactive communicationbetween themainunit andDS-5
software
The clock data in the PC can be used to set the clock in the main unit with one-touch
operation.
The unit's main number can be loaded from the software to the main unit.
The Auto Power Off time can be set on the main unit.

* The above functions are available on the PULSOX-300i only. To use these functions with the PULSOX-3, it

must be connected through the IF-3 interface unit and RS-232C serial port.

Multi-language support
The display, instructionmanual, and help are available in six languages: English, Ger-

man, French, Italian, Spanish, and Dutch. The languages can be selected easily.

User-friendly display operation
Graph displays, display range, and display time can be easily changed, not onlywith themenu bar and toolbar icons, but also by clicking the
right button of themouse.

A marker indicates the point of DIP/increased pulse rate on the screen.
The various alarm signals are displayed with different event markers, allowing easy rec-
ognition of data characteristics.
Up to five preferred screen configurations can be stored and recalled (montage func-
tion).
Just clicking the icon changes the display screen settings.

Avariety of easily-operated analysis functions
Analytical reports can be automatically output when a file is downloaded.
One click of the PDF button automatically created a PDF file of the analysis report.
The information/analysis data of multiple patients can be compiled into a single file,
and the reports of multiple patients can be printed simultaneously.

Large-capacitymemoryforupto300hoursofdata/High-speeddownloadingviaUSB!
A total of 300 hours of high-resolution memory data, collected with 0.1% SpO2 resolution at 1-second intervals,
can be stored in the unit.
Up to 399 files can be stored. Large amounts data can be quickly downloaded to the software via a special cable
supporting USB 1.1.
Data for a whole night (8 hours) can be downloaded in only 10 seconds.

Longbattery life: 30-hour continuous operationwith a singleAAAalkalinebattery!
Remaining battery life is shown by a three-level status indicator. No need to worry about the battery failing over-
night.
The DS-5 optional data analysis software allows Auto Power Off time to be set.
The non-volatile memory reliably retains data during battery replacement.

Impact-resistant body designed for a perfect fit on the wrist!
Themain unit was designed using advanced 3D CAD to achieve double impact resistance versus Konica Minolta's
conventional PULSOX-3 model.
The main unit weighs only 56g including the battery, and its thin profile measures only 15mm at the centre.
The contact surface is contoured for significantly improved stability even when the wearer moves. The large LCD
with backlight allows easy reading of the displayed data.

0.1% resolution and 1-second intervals

Summary report SpO2/pulse rate trend graphSpO2 analysis report Walk test report

24-hour SpO2/pulse rate trend graph

Reports display screen

Language selection screen

PULSOX-300i
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[Wide range of analytical reports]
• Summary report (Sleep/Daytime)
• Patient Information report
• SpO2 analysis report (Sleep/Daytime)
• Pulse rate analysis report

• Trend graph
(SpO2/Pulse rate/SpO2 & Pulse rate)

• 12/24-hour SpO2 & Pulse rate report
• SpO2 analysis (80 dips)
• Walk test report

Conventional model
(1% resolution and 5-second intervals)

PULSOX-3i




